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HONG KONG OFFSHORE LNG TERMINAL - WORKS ASSOCIATED WITH THE 

SUBSEA GAS PIPELINE FOR BLACK POINT POWER STATION (BPPS) AND 
THE ASSOCIATED GAS RECEIVING STATION (GRS) IN BPPS 

Waste Management Plan 

ANNEX C 

ANNEX C 

FLOW CHARTS OF THE TRIP TICKET SYSTEM 



C&D materials generated from 

the Site 

Collected by recycler 

Arrangement of on site sorting 

into inert and non inert C&D 

materials 

Non inert C&D materials Recover and properly store all 

recyclable materials 

Recyclable 

Inert C&D materials 
Temporarily stored within construction 

site (Inert C&D materials and non inert 

C&D waste will be stored separately) 

Non recyclable C&D materials 

Supervising Officer’s Representative shall confirm the Vessel Master holding a valid CHIT and the loaded inert C&D 

materials onto barge shall be free from non inert C&D materials, vice versa 

Superintendent / Foremen shall check and ensure the barge is loaded with inert and non-inert C&D materials only and 

he will then give the duly completed, signed and stamped Vessel CHIT to the Vessel Master 

The Vessel Master will proceed to the disposal ground as stipulated in the Vessel CHIT for disposal, the facility operator 

will give the vessel master a stamped Vessel CHIT, the Vessel Master will return the stamped Vessel CHIT to COOEC 

as soon as possible 

Part 1 of the DRS will be completed and submitted to the Supervising Officer’s Representative by 1:00 p.m. of the 

following day 

Part 2 of the DRS will be completed and submitted to the Supervising Officer’s Representative within 3 working days, or a 

later day upon the information is available 

Procedure for dumping C&D materials by barge 
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Storage 
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Disposal 

Temporary 

Storage 

Disposal 



C&D materials generated from 

the Site 

Arrangement of on site sorting 

into inert and non inert C&D 

materials 

Inert C&D materials 

Non inert C&D materials 

Temporarily stored within construction 

site (Inert C&D materials and non inert 

C&D waste will be stored separately) 

Collected by recycler 

Recover and properly store all 

recyclable materials 

Non recyclable C&D materials 

The CHIT shall only be distributed from the COOEC's Representative to the dump truck driver after confirming non 

overloading by weighbridge / pressure gauge  

Superintendent / Foremen shall check and ensure the dump truck is not overloaded and the materials / wastes are covered 

and he will then give the duly completed, signed and stamped DDF and the duly signed CHIT to the truck driver 

The dump truck will proceed to the disposal ground as stipulated in the CHIT for disposal, the facility operator will give 

the truck driver a transaction receipt, the truck driver will return the transaction receipt to COOEC as soon as possible 

Part 1 of the DRS will be completed and submitted to the Supervising Officer’s Representative by 1:00 p.m. of the 

following day 

Part 2 of the DRS will be completed and submitted to the Supervising Officer’s Representative within 3 working days, or a 

later day upon the information is available 
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Disposal Disposal 
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Procedure for dumping C&D materials by dump truck 

Disposal 




